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Abstract
Micromobility has emerged as an important element of sustainable urban transport, offering an effective solution for ϐirst- and last-mile connectivity. 

Despite the growing adoption of shared electric vehicles, many existing ϐleet deployment and routing methods continue to prioritise minimising travel 
distance while paying limited attention to the impact of road topography on energy consumption. This omission is particularly relevant in cities with 
varying terrain, where elevation changes can signiϐicantly affect battery usage and overall operational efϐiciency. This paper introduces a physics-informed 
optimisation framework that incorporates terrain-related energy demand into micromobility ϐleet deployment. Instead of relying solely on travel 
distance, the proposed approach estimates the energy required for vehicle movement by accounting for rolling resistance, aerodynamic drag, gravitational 
effects caused by road slopes, and energy recovery through regenerative braking on downhill sections. These energy calculations are embedded within 
a graph-based optimisation model whose objective is to identify routes with the lowest total energy consumption. To assess the effectiveness of the 
proposed methodology, a case study was conducted using selected road segments from the Vilnius street network that represent different topographical 
characteristics. The simulation results indicate that road elevation has a substantial inϐluence on vehicle energy requirements. They also reveal that the 
shortest path does not always correspond to the most energy-efϐicient one. In several scenarios, longer routes consumed less energy because of more 
favourable elevation proϐiles and the additional beneϐits provided by regenerative braking. Compared with traditional distance-based routing strategies, 
the proposed framework offers a more accurate representation of real-world energy consumption, leading to better-informed ϐleet deployment decisions. 
The methodology is suitable for integration into real-time ϐleet management systems and smart city platforms, where it can contribute to lower energy 
consumption, improved battery utilisation, and more sustainable operation of shared micromobility services.
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Introduction

The rapid growth of micromobility services, such as electric 
scooters and electric bicycles, has fundamentally transformed 
urban transportation systems, particularly with regard to 
“last-mile” connectivity [1]. These systems offer ϐlexible, 
low-emission mobility solutions and are increasingly being 
integrated into smart city infrastructure [2]. However, effective 
ϐleet management remains a critical challenge, particularly 
in densely populated urban areas characterised by dynamic 
demand patterns and heterogeneous topographical conditions 
[3]. Existing research on the deployment of micromobility 
ϐleets primarily focuses on demand forecasting, vehicle 
reallocation strategies, and reducing operational costs [4]. 
Most optimisation methods rely on simpliϐied distance-based 
cost functions, without accounting for the physical dynamics 
of vehicle movement. In particular, the impact of terrain-
such as changes in elevation and road gradients-on energy 
consumption is often ignored, despite its signiϐicant inϐluence 

on the operation of electric vehicles [5]. This shortcoming is 
particularly relevant in cities with varied topography, where 
uphill and downhill sections can signiϐicantly alter energy 
requirements. Failure to take these factors into account can 
lead to suboptimal deployment decisions, increased operating 
costs, and inefϐicient battery usage. To address this gap, this 
paper proposes an optimisation system for the deployment 
of a micromobility vehicle ϐleet, in which the decision-making 
process explicitly accounts for the energy consumption 
determined by terrain conditions. The objective of this article 
is to develop and evaluate a physics-based optimisation model 
for the deployment of a micromobility vehicle ϐleet which, 
unlike traditional distance-based methods, integrates terrain-
induced energy consumption and the effects of regenerative 
braking into route planning, to reduce overall energy costs and 
improve the efϐiciency of last-mile transport systems in urban 
environments. A physics-based energy model is integrated 
into the optimisation formula, allowing for a more accurate 
assessment of the operational costs associated with vehicle 
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deployment [6]. The proposed method is evaluated through 
a simulation in an urban environment, comparing traditional 
distance-based allocation strategies with an energy-conscious 
model. The results demonstrate the potential to improve 
energy efϐiciency and ensure more sustainable operation of 
the vehicle ϐleet.

Materials and methods

Literature review

The optimisation of last-mile micromobility transport 
systems is becoming an increasingly relevant area of 
research aimed at addressing issues of urban mobility, 
energy efϐiciency, and sustainability. Existing research can be 
divided into several main areas: ϐleet allocation optimisation, 
demand forecasting, real-time decision-making, energy cost 
modelling, and the integration of topography and physical 
factors into optimisation models. Fleet allocation problems in 
micromobility systems are most often formulated as spatio-
temporal optimisation problems with demand uncertainty. 
Giordano and Chow [2] examine the formation of service areas 
for electric scooter services and the allocation of vehicles, 
incorporating the concept of elastic demand. Their analysis 
shows that demand is not static-it depends on system coverage 
and availability, so deployment decisions must be iteratively 
aligned with demand models. Jin et al. [3] extend this approach 
by incorporating battery swapping strategies. The authors 
demonstrate that energy management becomes an integral 
part of allocation optimisation, as vehicle availability directly 
depends on battery condition. In this context, the allocation 
problem transforms into an integrated logistics and energy 
management task. Efϐicient ϐleet allocation is impossible 
without accurate demand forecasting. Porat et al. [4] propose 
a comprehensive set of machine learning methods, ranging 
from classical regression techniques to deep neural networks. 
The authors emphasise that demand for micromobility is 
characterised by complex spatial and temporal dependencies. 
Additionally, state-of-the-art spatio-temporal neural 
networks, such as multi-level attention models, allow for 
even more accurate modelling of demand distribution across 
different urban districts. Such models are capable of identifying 
latent structures, such as periodicity, seasonality, or location-
speciϐic factors, and are particularly important for real-time 
optimisation systems. Traditional static optimisation methods 
are increasingly being replaced by real-time decision-making 
systems. Bányai, Veres & Bányai [6] propose a real-time 
optimisation methodology for micromobility-based last-
mile logistics. Their model integrates dynamic data, such as 
changes in demand and transport status, allowing for the 
rapid adaptation of solutions. This approach is particularly 
important in urban environments, where conditions are 
constantly changing. Real-time optimisation not only allows 
for more efϐicient allocation of vehicles but also reduces 
energy consumption and emissions, which is a key goal of 
sustainable cities. Energy consumption is one of the key 

factors determining the efϐiciency of micromobility systems. 
Korzilius et al. [5] examine the design of electric micromobility 
vehicles, emphasising the impact of terrain on energy 
consumption. Their results show that even small gradients 
can signiϐicantly increase energy consumption, so this aspect 
must be integrated into optimisation models. Similar insights 
are presented in the broader context of electric vehicles. Liu 
& Zhang [7] analyse route optimisation considering charging 
and battery-swapping opportunities, while Xiong et al. [8] 
propose a comprehensive energy consumption model that 
incorporates drive losses and trafϐic conditions. These studies 
show that energy costs depend on many factors, so simple 
distance-based models are insufϐicient. Recent research is 
increasingly focusing on the modelling of three-dimensional 
environments. Lai et al. [9] propose energy-model-based route 
planning in 3D environments that integrates terrain data. This 
allows for a more accurate assessment of energy requirements 
under real-world conditions. Snoeck et al. [10] also emphasise 
that energy estimation for last-mile routes must be based on 
detailed environmental data, including elevation changes. 
Such models are particularly relevant for cities with complex 
topography, where energy consumption can vary signiϐicantly 
depending on the route. In recent years, increasing attention 
has been paid to physics-based artiϐicial intelligence models. 
Lim et al. [11] present a physics-based neural network (PINN) 
designed to predict the dynamics of electric vehicles. In a 
subsequent paper, Lim et al. [12] propose a more advanced 
model that integrates neural operators and reinforcement 
learning, enabling real-time navigation optimisation. Such 
methods are particularly promising because they allow for 
the integration of data-driven and physics-based models, 
thereby increasing the accuracy and reliability of predictions. 
In addition to energy consumption, it is important to assess 
energy recovery. Kropiwnicki et al. [13] analyse regenerative 
braking processes in urban conditions and demonstrate 
that this technology can signiϐicantly reduce overall energy 
demand. This is particularly relevant in topographically 
complex areas where frequent braking and acceleration 
cycles occur. The operation of micromobility systems is also 
shaped by the regulatory environment. In their review, Yang 
et al. [14] examine policies in North American cities and 
emphasise that appropriate regulation can promote more 
efϐicient vehicle distribution and greater system accessibility. 
In summary, it can be said that models for ϐleet allocation, 
demand forecasting, and energy consumption are widely 
discussed in the literature. However, there is still a lack of 
integrated solutions that simultaneously combine:

• Real-time optimisation;

• Accurate energy consumption models; 

• The inϐluence of terrain (3D environment);

• And dynamic demand. 
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The integration of terrain-induced energy costs into 
ϐleet allocation models in the context of micromobility has 
been studied to a very limited extent. This gap is critical 
for the development of efϐicient and sustainable last-mile 
transportation systems, and therefore provides a basis for 
further research. Recent scientiϐic literature indicates rapid 
progress in research on micromobility systems, particularly 
regarding the integration of artiϐicial intelligence, real-time 
optimisation, and energy management. The latest studies 
emphasise integrated ϐleet management that accounts for 
energy constraints and dynamic demand. Protogyrou & 
Hajibabai [15] propose a heuristic method that simultaneously 
solves the problem of vehicle relocation and charging by 
combining routing and infrastructure placement tasks. 
This method allows for more efϐicient allocation of limited 
resources, especially in the presence of battery constraints. The 
use of autonomous micromobility vehicles is also examined. 
Tan et al. [16] propose a hierarchical reinforcement learning 
model that allows a portion of the vehicles to self-rebalance 
in real time, thereby reducing the imbalance between supply 
and demand. This approach signiϐicantly improves system 
efϐiciency, especially under dynamic demand conditions. Real-
time optimisation remains one of the most important areas of 
research. The latest methods focus on continuously updating 
the system’s status and making decisions based on the “rolling 
horizon” principle. The method proposed by Bányai et al. [17] 
allows for the dynamic reallocation of the vehicle ϐleet based 
on zone load and emission targets, ensuring both operational 
stability and sustainability. Additionally, Bányai et al. [17] 
examine the optimisation of asymmetric logistics problems 
in the context of micromobility, demonstrating that real-
world urban conditions (e.g., one-way trafϐic distribution) 
must be incorporated into models to achieve more effective 
solutions. In the ϐield of demand forecasting, new methods 
increasingly rely on graph neural networks and deep 
learning architectures. Zin et al. [18] propose a hybrid graph 
convolutional and recurrent model that enables accurate 
forecasting of micromobility demand by accounting for spatial 
relationships between different urban zones. Other studies 
analyse real-world usage data. Trautwein et al. [19] present 
a data-driven analysis of micromobility usage, highlighting 
how demand depends on urban structure and user behaviour. 
Similarly, He & Kluger [20] apply deep clustering methods to 
identify hidden travel patterns and improve system planning. 
Empirical studies show that demand for micromobility is 
heavily concentrated in central urban areas and exhibits 
clear temporal patterns, which makes it difϐicult to distribute 
vehicles evenly [21]. The studies also examine infrastructure 
planning. De Bartolomeo et al. [22] propose a model for 
the optimal layout of parking zones when transitioning 
from “dockless” to “docked” systems. The study shows that 
infrastructure solutions directly affect the efϐiciency of vehicle 
distribution and the use of urban space. Some studies analyse 

the integration of micromobility with other transportation 
systems. Koumleh & Paparella [23] propose a network ϐlow 
model that combines autonomous transportation systems and 
micromobility, demonstrating that the interaction of these 
systems can reduce overall transportation system imbalances. 
Scientiϐic reviews indicate that artiϐicial intelligence is 
becoming a central component of micromobility systems. 
In their systematic review, Yan et al. [24] emphasise that 
machine learning is widely applied to demand forecasting, 
energy management, and safety assurance, but challenges 
remain in integrating these methods into real-time systems. 
Research shows a clear trend toward a shift from static to 
dynamic, data-driven, and real-time optimisation solutions in 
micromobility systems. The greatest progress has been made 
in the following areas:

• Real-time ϐleet management;

• Advanced demand forecasting models;

• Application of AI and reinforcement learning;

• Integration of energy and battery management.

However, despite this progress, there is still a lack of 
research that simultaneously integrates terrain-induced 
energy consumption into ϐleet allocation models. Most studies 
analyse either demand, energy, or optimisation, but their 
comprehensive integration remains limited. This conϐirms 
the relevance and scientiϐic novelty of the topic under 
consideration.

Research methodology

In this article, the energy consumption of micromobility 
vehicles is modelled based on the physical principles of motion, 
with the aim of reϐlecting real-world operating conditions 
in an urban environment as accurately as possible. Unlike 
traditional models, in which energy is often approximated 
solely as a function of distance, this article breaks down energy 
consumption into separate components corresponding to the 
primary forces affecting motion. First, rolling resistance is 
evaluated, which arises from tyre deformation and interaction 
with the road surface. This force is considered constant under 
speciϐic conditions and depends on the vehicle’s mass and the 
properties of the road surface. Second, aerodynamic drag is 
included, which depends on the vehicle’s speed, shape, and 
environmental parameters. Although speeds are relatively 
low in the context of micromobility, the aerodynamic 
component still has a signiϐicant impact on the overall 
energy balance. The most important part of the model is the 
inclusion of terrain, which allows for the assessment of the 
impact of elevation changes on energy consumption. During 
ascent, the vehicle must overcome gravitational force, so 
energy consumption increases proportionally to the change 
in elevation. Meanwhile, during descent, it becomes possible 
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m – mass (kg)

g – gravity 

Air resistance:

 21  
2aero dF C Av                     (4)

where:

⍴ - air density

Cd - drag coefϐicient

A – frontal area

v – average speed [25].

Gravity (gradient) force:

 sin ( )slopeF m g    ij                        (5)

where:

θi j – the slope of the path between i and j

Terrain assessment: slope calculated using elevation data:

arctan j i

ij

h h
d


 

   
 

ij                     (6)

where:

hi, hj– node heights

Discrete form (for practical simulation):

, 1
   N
total i ii

E F d


                       (7)

The ϐinal energy formula for a section with relief:

21  
2

i
ij r d i

i

hE C mg C Av mg d
d


 

   
 

[26].                    (8)

The energy recovered during regeneration is calculated 
using the following formula:

  | | (when 0)regen regenF mg h h    ij                   (9)

where:

ηregen – regenerative efϐiciency [27].

In the distribution optimisation model, the urban transport 
network will be modelled as a directed graph:

G = (V,E)

where:

V - set of nodes (stops, zones)

E - set of edges (paths)

Variables in the solution:

to recover some of the energy that would otherwise be lost. 
Thus, the overall energy model depends not only on distance 
but also on the elevation proϐile of the route. Such multi-factor 
modelling allows for a more accurate assessment of actual 
energy costs and provides a basis for further optimisation. The 
energy function must become sensitive to changes in terrain, 
meaning that even small differences in elevation can have a 
signiϐicant impact on the ϐinal results. The vehicle allocation 
problem is formulated in this article as a minimum-cost ϐlow 
optimisation problem, where the objective is to minimise total 
energy costs across the entire network (e.g., electric scooters or 
bicycles). The solution seeks to ϐind a distribution of transport 
ϐlows that minimises total energy consumption. This problem 
can be solved using classical optimisation methods, such as 
linear programming or minimum-cost ϐlow algorithms. In a 
real-time context, the algorithm can be extended to include 
dynamic demand and continuously updated data on the status 
of vehicles. In this case, optimisation is performed iteratively, 
periodically recalculating the optimal distribution based on 
the latest information. The experiment is conducted using a 
synthetic urban network, which allows for the control of key 
parameters and a clear assessment of the inϐluence of terrain 
and regenerative braking. The network consists of several 
nodes and the edges connecting them, to which distances and 
elevation changes are assigned. During the simulation, energy 
consumption is calculated for each possible route using both 
the classical model (without terrain) and the proposed model 
with terrain and regeneration. The resulting values are used 
to solve the optimisation problem and compare the results of 
the different models. The parameters used in the experiment 
are selected based on typical characteristics of micromobility 
vehicles to ensure the realism of the results. The simulation 
allows us to assess how optimal routes and total energy 
costs change depending on the complexity of the terrain. For 
a micromobility vehicle (e.g., an electric scooter or bicycle), 
energy costs can be modelled through forces:

Total energy:

 0    

d

total x dx
E F                            (1)

where:

d – distance;

Ftotal – the sum of all forces.

Force components:

Ftotal = Frolling + Faero + Fslope                                (2)

Rolling resistance:

   rolling rF C m g                         (3)

where:

Cr - coefϐicient of friction
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the same type, static demand during the period under 
consideration. Experimental environment: the city 
infrastructure is modelled as a directed graph. Three street 
segments in Vilnius were selected for the experiment, 
reϐlecting different types of terrain; the route is divided into 3 
segments and presented in Table 1.

The analysed street segments are located in different 
parts of the Vilnius road network, as shown in Figure 1. 
These locations were selected to represent varying terrain 
conditions for the experimental evaluation.

The integration of terrain data is a fundamental part 
of the proposed model, enabling a transition from a two-
dimensional (ϐlat) representation of the city to a three-
dimensional, more realistic model. Each node describing the 
graph is assigned an elevation. In practical implementation, 
longer routes can be divided into smaller segments to more 
accurately reϐlect changes in terrain. This is particularly 
important in cities with uneven terrain, where the elevation 
proϐile can vary signiϐicantly even over short distances. 
Such segmentation allows for more accurate calculation of 
energy costs and a better assessment of regenerative braking 
potential. By integrating terrain data, each route becomes not 
only a geometric trajectory but also an energy function, the 
value of which depends on the sequence of elevation changes. 
This allows optimisation algorithms to make decisions based 
on actual energy costs, rather than just distance or time. The 
terrain is shown in Figure 2.

• These values correspond to the actual variations 
in Vilnius’s topography and the typical gradients of 
Vilnius’s streets (2–5%). Since the complete city graph 
is too large for direct optimisation, a network fragment 

xij = how many vehicles were transferred from i to j

Target function with terrain:

,
 ij iji j

min x E                          (10)

where:

Eij – energy between points (with a gradient)

Classic model (without terrain):

   flat
ij total ijE F d                     (11)

This model is based solely on distance and ignores the 
effect of terrain.

Results

To assess the practical applicability of the proposed 
energy-based optimisation model, an experimental analysis 
was conducted using a section of Vilnius’s urban transport 
network. Vilnius is a suitable case study due to its uneven 
terrain, where elevation differences signiϐicantly affect the 
energy consumption of micromobility vehicles. The proposed 
methodology is applied in an urban environment characterised 
by uneven terrain, which allows for the assessment of the 
impact of slope on energy consumption. This article addresses 
the problem of allocating micromobility vehicles within an 
urban network to minimise total energy consumption, taking 
into account the impact of terrain. The solution procedure 
consists of several sequential steps.

Step 1 – Network design

First, the urban transportation network is designed: a set 
of nodes is deϐined as G = (V, E)

V – zones/stops;

E – the roads between them.

The following data will be used:

Distance Matrix di j (from the road network);

Elevation data, gradients θi j.

The objective is to ϐind a distribution of trafϐic ϐlows that 
minimises total energy consumption: 

,
  ij ij

i j

min x E

For comparison, we will use a classical model that does not 
include terrain:

Classical model (without terrain):

   flat
ij total ijE F d 

Assumptions:Cconstant average speed, vehicles of Figure 1: Location of the analysed street segments within the Vilnius road network.

Table 1: Routes.
Route Street Distance Change in height
1 – 2 Subačiaus str. / sharp rise 500 m +15 m

1 – 3 Gedimino Avenue/descent into a 
lower zone 800 m +10 m

2 – 3 Maironio str. / descent 400 m −12 m
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representing typical topographical conditions in Vilnius 
was used:The central part of the city (ϐlatter terrain);

• The Old Town and New Town areas (hilly terrain);

• Residential areas (mixed terrain).

In the case of Vilnius, the inϐluence of terrain is particularly 
signiϐicant due to:

• River valleys (Neris, Vilnia);

• Hilly areas (e.g., the Old Town);

• Sudden changes in elevation even over short distances.

This means that energy models become critically 
important, and distance-based optimisation is unsuitable.

Simulation scenarios

Two scenarios are analyzed:

Scenario 1 – proposed model:

 Optimisation based on energy costs;

 The effect of terrain is included;

 Regeneration.

Scenario 2 – baseline model:

 Optimisation based on distance;

 The inϐluence of terrain is not considered.

It is expected that the proposed model will:

 Reduce total energy costs;

 Select more efϐicient routes;

 Improve the operational efϐiciency of the micromobility 
system.

Scenario 1:

Energy consumption is calculated for a 1 km route with 
varying terrain.

The parameters used correspond to real-world 
micromobility conditions; that is, they are the model 
calibration parameters:

Mass: m = 100 kg;

Speed: ν = 5 m/s, 5 m/s = 18 km/h, the typical speed of 
a city scooter or e-bike, which complies with speed limits in 
most cities;

Rolling resistance coefϐicient: Cr = 0.015, because the 
typical values are: asphalt: 0.010 - 0.020, Bicycles/scooters: 
most commonly ~0.012–0.018. The medium setting accounts 
for tyre deformation and is suitable for city roads;

Air density: ⍴ = 1.2 kg/m3 (standard value at 20°C at sea 
level);

Aerodynamic coefϐicient: Cd = 1.0, selected because the 
default value is: cyclist: 0.9–1.2, scooter (while standing): 
~1.0–1.3;

Area: A = 0.5/m2 (typical values: person standing: 0.4–0.7 m²);

Gravity: g = 9.81 m/s2, a standard physical constant.

 η regen = 0.6, regenerative efϐiciency.

The optimisation problem is solved using linear 
programming methods, integrating a physical energy 
consumption model into the decision-making process for 
route allocation. The parameters used in this article were 
selected based on physical models and typical micromobility 
values reported in the literature. The proposed energy 
consumption model is based on established laws of physics 
that are frequently applied in electric vehicle research, but its 
application to the allocation of a micromobility vehicle ϐleet 
represents a new contribution.

Step 2 – Calculating forces

Rolling force:
      rolling rF C m g    
  0.015   100   9.81 14.7 NrollingF      

Air resistance:
21  

2aero dF C Av

20.5  1 .2   1 .0  0.5    5  7.5 NaeroF      

Step 3 – Calculating distances

Calculate Segment 1 (sharp rise):

Figure 2: The topography of Vilnius.
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arctan j i

ij

h h
d


 

   
 

ij

15  0.03
500

    
 

ij

Gravity (gradient) force:
 sin ( )slopeF m g    ij

100   9.81   0.03 29.4 NslopeF    

   total rolling aero slopeF F F F  

12 1 4.7 7.5 29.4 51.6 NF    

12  51.6   500 26 kJE   

Segment 2 (descent into a lower zone):

arctan j i

ij

h h
d


 

   
 

ij

 
10  0.0125
800

    
 

ij

Gravity (gradient) f orce:
100    9.81     0.013 1 2.2 NslopeF    

   total rolling aero slopeF F F F  

13 1 4.7 7.5 12.2 34.4 NF    

13  34.4   800 28 kJE   

Segment 3 (descent):

arctan j i

ij

h h
d


 

   
 

ij

 
12  0.03

400
     

 
ij  

Gravity (gradient) force:
 100   9.81    0.03   29.4 NslopeF     

   total rolling aero slopeF F F F  

23 1 4.7 7.5 29.4  7.2 NF     

23E   7.2   400  2.9 kJ    

Step 4

To accurately assess the energy balance, regenerative 
braking is incorporated into the model, which allows for the 
recovery of some energy when driving downhill.

Change in potential energy:

p ijE mg h                         (12)

0ijh 

Regenerative braking is one of the most important energy 
management mechanisms in modern electric vehicles, allowing 
some of the kinetic or potential energy-which is typically lost 
during braking or when driving downhill-to be recovered 
and reused. Unlike traditional (mechanical) braking, where 
energy is dissipated as heat through the brake pads, during 
regenerative braking the electric motor operates in generator 
mode. This means that the energy accumulated while the 
vehicle is in motion is converted into electrical energy and 
fed back into the battery. In the context of micromobility, 
such as electric scooters or bicycles, regenerative braking is 
particularly relevant due to frequent changes in speed and the 
inϐluence of urban terrain. In cities with hilly terrain, vehicles 
often climb uphill and descend downhill. Additional energy is 
consumed during ascents because the force of gravity must 
be overcome, but during descents, there is an opportunity to 
recover at least some of this energy. It is precisely here that 
regenerative braking becomes a key component of the model, 
as it allows for a more accurate assessment of the actual energy 
balance. Mathematically, the regeneration effect is modelled 
only in cases where the elevation change is negative. The 
inclusion of this model in the optimisation of micromobility 
ϐleet distribution is necessary for several reasons. First, it 
prevents a systematic overestimation of energy costs on 
routes that include descents. Second, regenerative braking can 
fundamentally change the selection of the optimal route: routes 
that appear inefϐicient based on distance or even a simple 
energy model can become optimal if they include signiϐicant 
descents. Third, in real-time systems where decisions are 
made dynamically, incorporating regenerative braking allows 
for more accurate forecasting of battery discharge and more 
efϐicient management of vehicle allocation. Furthermore, 
regenerative braking has direct practical beneϐits: it reduces 
overall energy consumption, extends battery life, and 
lowers operational costs. This is particularly important in 
shared micromobility systems, where vehicle charging and 
relocation constitute a signiϐicant part of the infrastructure. 
By incorporating regeneration into the model, it is possible 
not only to estimate energy costs more accurately but also to 
develop more advanced allocation algorithms that leverage 
the characteristics of the urban terrain to save energy. In 
this article, regenerative braking is not merely an additional 
physical effect but an essential part of the model, allowing a 
transition from a simpliϐied, theoretical energy assessment 
to a realistic and practically applicable optimisation solution. 
The modelling of energy consumption for micromobility 
vehicles in this article is based on fundamental principles of 
mechanics, aiming to reϐlect real operating conditions in an 
urban environment as accurately as possible. Total energy 
consumption is deϐined as the work required to overcome 
all forces acting on the vehicle over a given distance. These 
forces include rolling resistance, aerodynamic drag, and the 
gravitational component caused by the terrain. This model 
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allows for a transition from a simpliϐied distance-based 
assessment to a physically based energy calculation. Rolling 
resistance arises from tyre deformation and contact with the 
road surface, and is therefore proportional to the vehicle’s 
mass and the acceleration due to gravity. Aerodynamic drag 
depends on the square of the speed, air density, frontal 
area, and drag coefϐicient, so its inϐluence increases as speed 
increases. Meanwhile, the terrain component is directly 
related to the change in elevation between two points: energy 
is consumed when climbing, and can potentially be recovered 
when descending. It is in this context that regenerative 
braking is incorporated into the model, allowing for the 
assessment of energy recovery when descending slopes. From 
a physical standpoint, a vehicle’s potential energy decreases 
as it descends. 

The energy recovered during regeneration is calculated 
using the formula:

 | (when 0) |regen regenF mg h h                    (13)

ηregen – regenerative efϐiciency describes the proportion 
of potential energy that can be recovered during braking. 
Although this value can theoretically reach 1, in practice 
it is lower due to losses in the electric motor (in generator 
mode), the power electronics, and the energy storage system. 
According to scientiϐic sources, typical regeneration efϐiciency 
ranges from 0.5 to 0.8. In this article, the value ηregen – 0.6 is 
used as an average and realistic value suitable for the system 
being modelled [13].

23  0.6   100   9.81   12 7.1 kJregenE     

23   2.9  7.1 1 0 kJE    

The energy consumption for each route is shown in Figure 3.

This graph shows the energy consumed or generated along 
different segments of the route. The highest energy demand is 
observed on the segment “1–3 Gedimino Ave.”, where energy 
consumption reaches approximately 28 kJ. A similarly high 

amount of energy is consumed when ascending Subačiaus 
Street (“1–2 Subačiaus”), as this segment features a steep 
incline. Meanwhile, on the “2–3 Maironio St.” segment, the 
energy value is negative, as some energy can be recovered 
or less energy is consumed while descending the slope. The 
graph clearly shows how changes in terrain affect the energy 
costs of movement.

Comparison with the classical model (without terrain):

   flat
ij total ijE F d 

12 1 4.7 7.5   500 11.1 kJE    

13 1 4.7 7.5  800 17.8 kJE    

23 1 4.7 7.5  400 8.9 kJE    

37.8 kJE 

Total energy:

    0
 

d

total x dxE F

  26 28 10 44 kJE     

Result:

Change 44 37.8 16 %
37.8


 

When terrain is included, total energy consumption 
increases by approximately 16%. 

A comparison of the models is shown in Figure 4.

The graph shows that energy consumption is not 
proportional to distance. Although Gedimino Avenue is 
the longer route, its energy consumption is signiϐicantly 
lower than that of the section of Subačiaus Street due to the 
reduced impact of the terrain. Meanwhile, the segment of 
Maironio Street has the lowest energy consumption due to the 
signiϐicant regenerative braking effect caused by the downhill 
slope. The results are presented in Figure 5.

Figure 3: Energy consumption. Figure 4: A comparison of the proposed and classic models.
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• The results show that:Terrain can signiϐicantly increase 
energy consumption;

• Ramps have a disproportionately large impact;

• Classical models systematically underestimate energy 
consumption.

Optimisation based on energy (rather than distance) 
yields more realistic solutions. An analysis of Vilnius’s 
urban network showed that incorporating topography 
into micromobility modelling fundamentally changes the 
optimisation results. Even in a simple network, it is evident 
that energy-optimised routes often do not coincide with the 
shortest ones. This conϐirms that, under real-world urban 
conditions, energy-based models must be applied to effectively 
manage micromobility ϐleets. The results obtained show that, 
under Vilnius city conditions, the inϐluence of terrain can alter 
optimal route choices; therefore, traditional distance-based 
models are not suitable for optimising micromobility systems. 
The optimisation problem is solved using linear programming 
solvers, yielding an optimal solution that speciϐies: from which 
nodes to which nodes to move the vehicles.

For example:

Transport from 1 to 3:

The optimal option according to the proposed model is 
1–2–3; although the distance of 900 m is longer, it consumes 
less energy – 16 kJ.

The base model would select the following route: 1–3: 800 
m, 17.8 kJ. Table 2 shows the route selections for both models.

The comparison of the models is presented in Figure 6.

The difference: The energy model completely changes 
the solution; the classical model “sees” only distance, 
while the proposed model “sees physics,” and the terrain 
changes the solution. The inclusion of regenerative braking 
fundamentally changes the behaviour of the energy model. 
Figure 5 compares two different routes between points 1 and 
3, evaluating not only the distance travelled but also the total 
energy consumption. The graph shows that the direct route 
1–3 is shorter, at 800 meters, but its energy requirement 
reaches as high as 17.8 kJ. Meanwhile, the alternative route 
1–2–3 is longer-its total length is 900 meters-but its energy 
consumption is lower, amounting to approximately 16 kJ. 
These results show that route efϐiciency depends not only on 
distance but also on terrain features, such as uphill or downhill 
sections. A longer route can be more energy-efϐicient if it has 
fewer steep inclines or more downhill sections, which help 
reduce energy consumption. This comparison reveals that 
an energy optimisation model can offer a more economical 
solution than the traditional choice of the shortest route. Such 
an analysis is particularly important when planning transport 
routes, the movement of electric vehicles, or logistics systems, 
where energy costs play a signiϐicant role in overall efϐiciency.

Discussion

In traditional models that consider only distance or 
constant forces, all routes are assumed to consume energy in a 
monotonic manner. However, when terrain and regeneration 
are factored in, the energy function becomes nonlinear and 
depends on the elevation proϐile. This means that routes 
with higher initial energy costs (e.g., steep climbs) can be 
offset by subsequent descents, so the total energy balance 
may be lower than that of alternative, “ϐlatter” routes. This 
effect is particularly important in the optimisation problem, 
as it alters the structure of the optimal solution. Classical 
routing models that minimise distance or time often ignore 
the inϐluence of terrain, and thus may select energy-inefϐicient 
routes. Meanwhile, the model proposed in this article, which 
integrates regenerative braking, allows for optimisation 
based on actual energy costs, thereby improving the efϐiciency 

Figure 5: Routes.

Figure 6: The classical and proposed energy models.

Table 2: Selected routes.
Model Selected routes

Base / Distance 1 - 3
Energy 1 - 2- 3
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of ϐleet management. Experimental results conϐirm that 
incorporating regenerative braking can signiϐicantly reduce 
overall energy consumption. This not only reduces battery 
drain but also enables more efϐicient real-time planning 
of vehicle distribution, particularly in hilly cities. It can be 
argued that modelling regenerative braking is essential 
for developing a realistic and practically applicable energy 
optimisation system for micromobility. Including it allows for 
a more accurate assessment of the energy balance, improves 
the quality of optimisation solutions, and enables more 
effective use of the city’s topographical features. The results 
conϐirm that incorporating topography and regenerative 
braking is essential for accurately modelling micromobility 
energy costs. Traditional models that ignore these factors 
may systematically overestimate or underestimate energy 
demand, particularly in hilly areas. The proposed model 
enables the optimisation of vehicle allocation based on actual 
energy costs, thereby reducing battery wear and operational 
costs. This is particularly relevant for shared micromobility 
systems, where efϐicient vehicle management is a critical 
factor. Nevertheless, the model has certain limitations, such as 
the assumption of constant speed and the exclusion of trafϐic 
conditions. In the future, these aspects could be integrated to 
further improve the model’s accuracy. The results conϐirm 
that the integration of terrain into micromobility distribution 
models has a signiϐicant impact on optimisation results. 
Unlike classical models, which rely solely on distance, the 
proposed method accounts for the physical conditions of 
vehicle movement, particularly the inϐluence of gravitational 
resistance on energy consumption. This allows for more 
realistic decisions, especially in cities with uneven terrain. 
The analysis shows that terrain has a signiϐicant impact on 
route selection: even if a route is longer, energy consumption 
is lower, so the shortest route is not necessarily the most 
energy-efϐicient one. It has been observed that the classical 
model chooses the shortest path, while the energy model 
chooses the “energy-optimal trajectory”; this indicates that 
distance ≠ energy costs. The results conϐirm that integrating 
terrain into micromobility distribution models has signiϐicant 
practical beneϐits. Traditional models, based solely on 
distance, do not account for physical transport constraints, 
particularly the effect of gravitational resistance. Urban 
transport optimisation that ignores topography can lead to 
systematically incorrect decisions. The proposed model allows 
for: reducing energy costs, improving battery efϐiciency, and 
increasing operational sustainability. Future work: dynamic 
(real-time) demand, multiple vehicle types, and integration 
of charging infrastructure. The analysis aimed to assess how 
terrain-induced energy consumption affects route selection 
and overall system efϐiciency. A simple route network was 
used to illustrate the differences between distance-based 
and energy-based optimisation methods/models. Energy 
consumption for each route segment was calculated using a 

terrain-adjusted energy model, incorporating both distance 
and gradient effects. The results show a clear difference 
between the shortest route and the energy-optimised 
route. The results indicate that route selection based solely 
on distance can lead to suboptimal and energy-intensive 
solutions, particularly in urban environments with varied 
topography. The proposed energy-saving model prioritises 
routes that require less energy, even if they are longer. 
Furthermore, the results show that the impact of terrain 
on energy consumption is highly nonlinear. Small changes 
in slope can lead to a disproportionately large increase in 
energy consumption, especially on uphill sections. This once 
again underscores the importance of incorporating terrain 
and energy aspects into route optimisation models. Overall, 
the proposed method provides a more realistic picture 
of micromobility energy consumption and demonstrates 
signiϐicant potential for efϐiciency improvements. The results 
conϐirm that sustainable urban transport systems need to 
shift from distance-based to energy-saving route planning 
strategies. The results of the Vilnius case study clearly show 
that incorporating terrain-induced energy consumption 
signiϐicantly alters optimal route planning decisions in 
micromobility systems. Unlike conventional distance-based 
methods, the proposed energy-saving model reϐlects the 
nonlinear impact of elevation changes, which is particularly 
pronounced in urban environments with heterogeneous 
topography. The analysis showed that shorter routes are 
not necessarily more energy-efϐicient. The results highlight 
a fundamental limitation of traditional optimisation models: 
by ignoring physical constraints such as slope and elevation, 
they systematically underestimate energy consumption on 
uphill sections and fail to take advantage of potential energy 
recovery on downhill sections. This leads to suboptimal 
ϐleet allocation decisions, increased battery depletion, and 
reduced operational efϐiciency. Furthermore, the results 
show that the relationship between distance and energy is 
fundamentally nonlinear. Small changes in gradient can cause 
disproportionately large changes in energy demand, especially 
on uphill sections. This once again highlights the importance 
of integrating physics-based models into route planning and 
dispatch systems. From a practical standpoint, the implications 
are signiϐicant. In cities like Vilnius, where elevation changes 
frequently, energy-efϐicient route planning can reduce overall 
energy consumption. This directly translates to longer vehicle 
range, less frequent charging, and lower operating costs.

Conclusion

The results of this study revealed that incorporating terrain 
into micro-mobility vehicle allocation models has a signiϐicant 
impact on energy consumption estimates and the selection of 
optimal routes. Routes with steep ascents are characterised by 
signiϐicantly higher energy costs, but this effect can be partially 
or fully offset during descents, especially when regenerative 
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braking is included. Compared to the classical model, in 
which energy depends solely on distance, the proposed 
model provides more realistic results and often selects 
different optimal routes. It has been found that the shortest 
route is not the most energy-efϐicient, and longer routes with 
more favourable terrain may require less energy. It was also 
observed that regenerative braking has a signiϐicant impact 
on the overall energy balance, especially on routes with steep 
descents. This allows for a reduction in energy consumption 
and an improvement in system efϐiciency. The results show 
signiϐicant differences between the classical (distance-based) 
model and the proposed energy-based optimisation model. 
The proposed model allows for an effective assessment of 
the energy costs of micromobility vehicles by incorporating 
the effects of terrain and regenerative braking. This approach 
offers a signiϐicant advantage over traditional models and 
enables more informed optimisation decisions. This article 
proposes a physics-based system/model for optimising the 
distribution of a micromobility ϐleet, explicitly accounting 
for terrain-induced energy consumption. By integrating 
elevation data and a detailed energy model into a graph-based 
representation of the urban transport network, this method 
enables more realistic and effective decisions compared to 
traditional distance-based methods. A case study conducted on 
a representative network in Vilnius showed that topography 
has a signiϐicant impact on energy consumption and route 
selection decisions, and the results indicate that energy-
optimal routes can differ signiϐicantly from the shortest-
distance routes. These results conϐirm that distance alone is 
not a sufϐicient metric for estimating operating costs in electric 
micromobility systems. Instead, energy-saving models more 
accurately reϐlect real-world conditions, especially in cities 
with varied topography. A comparison with a classic distance-
based model revealed that traditional optimisation methods 
systematically underestimate the impact of terrain and can 
lead to inefϐicient deployment decisions, especially in cities 
with complex topography. The proposed energy-based model 
enables more realistic and sustainable decisions, reducing 
energy consumption, battery wear, and operational costs. 
The results indicate that energy optimisation should become 
a key component of micromobility system management 
within smart city infrastructure. The proposed methodology 
can be applied in real-time ϐleet management systems and 
integrated with solutions for dynamic demand forecasting, 
trafϐic analysis, and battery management. The proposed 
methodology is generalizable and can be applied in other 
urban environments using widely available data sources, such 
as OpenStreetMap and digital elevation models. Furthermore, 
the system could be compatible with real-time optimisation 
systems and could be expanded to include dynamic demand, 
trafϐic conditions, and charging infrastructure. Future research 
offers the opportunity to expand the model by incorporating 
dynamic trafϐic conditions, various types of vehicles, charging 

infrastructure, and artiϐicial intelligence and reinforcement 
learning methods for adaptive real-time optimisation. It 
is also promising to analyse stochastic demand scenarios 
and large-scale urban networks to assess the model’s 
applicability under real-world operating conditions. Future 
research directions include the integration of stochastic 
demand models, the heterogeneity of road vehicle ϐleets, and 
reinforcement learning-based control strategies for adaptive 
real-time optimisation.
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